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Installation guide
Ula Series modular LED lights

LM80

5-year 
warranty

Stabilized 
current

3 STEP 
MacAdam

Made in 
Europe

UL 
approved

Certified 
product

LED tapes shall be operated with Listed or Recognized Class 2 LED Driver or Limited Power source.

LED tapes (and power supplies) may only be installed 
in accordance with all applicable regulations and stan-
dards by an accredited electrician.

Pressing LEDs and electronic components too firmly 
will cause damage.

Avoid looking directly at the LEDs when they are on.

Proper cooling by mounting on metallic surfaces must 
be ensured.

The maximum length to be driven of a single unit in 
series is given in the product’s datasheet. Exceeding 
maximum length will cause serious damage.

Only an electrical parallel circuit provides a safe oper-
ational state.

Mechanical stress and damages on LED tapes are to be 
avoided during installation.

The LED tapes may only be operated with power 
supplies with short-circuit, overload and over-tem-
perature protections.

Pay attention to the correct polarity.

LED tapes may only be turned on when rolled out.

Avoid electrostatic discharge (ESD) during mounting.

Only PWM dimming is allowed for LED tapes.
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1. Turn OFF the electrical power from the power supply unit. 

2. Screw in the holding clips on to the surface you intend to mount the lighting profile.
Each profile should be mounted on at least 2 holding clips. 

3. Plug in the plug of the first lighting profile to the power supply socket. 

4. Mount the first lighting profile on to the holding clips. 
To do so, push the profile on to the holding clip with increasing strength until it clips 
on. 

5. Connect the plug from second profile to the socket of the first profile. 

6. Mount the second lighting profile on to the holding clips.  
Make sure the gap between two profiles is as small as possible.  
Note: in order to ensure the best fit of a continuous line, it is recommended to mount 
two profiles on a single clip. 

7. In order to mount & connect more lighting profiles to the continuous line repeat 
steps 2, 5 & 6. 

8. Place the end-caps on each side of the continuous line. 

9. Turn ON the electrical power from the power supply unit.


